Casing
=hoes (ft)

schematic (4/12/2008)

Openings Top'Btm/ TypefStatus

52.0 .

1,1065.0

sSurf Csg
TOC:Sfe

TMD: 7600’

Tulare Zone deemed an
Exempt Aquifer by EPA

Top of Injection
Zone B-Sand:6713

5,972 0ft, 6,987 .0ft, PERFORATED, OFEN
| 6,937.0ft, 7,0020ft, PERFORATED, OFEN
| 7.010.0ft, 7,020.0t, PERFORATED, OPEN
I| 7.026.0f, 7, 14.0ft, FERFORATED, OFEN

l| 7 1400ft, 7141 0ft, SQF PERFS,
il SQUEEZED

Bl 7144 0ft, 7,210 0ft, PERFORATED, OPEN
/ 7,216.0f, 7,226.0ft, PERFORATED, OFEN

7,232.0f, 7,256.0ft, PERFORATED, OFEN
7,206.0f, 7,264 0ft, PERFORATED, OFEN
7,264.0f, 7 275.0ft, PERFORATED, OFEN
7,300.0ft, 7,301.0ft, PERFORATED, OFEN
7,295.0ft, 7,314 .0ft, PERFORATED, OPEN
7,314.0f, 7,318.0ft, PERFORATED, OPEN
b 7.520.0f, 7337 0ft, PERFORATED, OFEM
7,337.0f, 7,341.0ft, PERFORATED, OPEN
7,244 0ft, 7, 382.0ft, PERFORATED, OPEN
7,382.0ft, 7, 385.0ft, PERFORATED, OPEN
7,385.0ft, 7 402.0ft, PERFORATED, OPEN

Componert

CEMENT

Top MD (ft]

7,4638.0

Bt MD (1)

7,600.0

ltern 0D {in} Grade Wt (ppf) TopMD(ft) BtmMD (ft)

CASING JOINT(S) 14.000

Itern QD {in) Grade Wt (ppf) TopMDift) BtmmD ()

CASING JOINT(Z) 9.625  K-55  35.00 22.0 1,069.2

9.625 1,069.2 1,069.2
CASING JOINT(S) 9625 K-55  36.00 1,069 2 1,104.9
CASING GUIDE SHOR. 625 1,104 9 06.0

lterm OD (in} Grade Wt (ppf) TopMD (ft) BtmMD (ft)
CASING JOINT(S) 7.000 N-80 26.00 220 6,718.2
FLAG JOINT 7000 N-80 26.00 67182 67302
CASING JOINT(S) 7.000 N-80 26.00 67302 74714
FLOAT COLLAR  7.000 74714 74730
CASING JOINT(S) 7.000 N-80 2600 74730  7.563.2
FLOAT SHOE 7.000 75632  7.565.0

Well: 328X-345-RD1

CASING CEMENT DETAIL

Cond Csg. Cmt Vol: Landed
Hole Size: 16" (Est.)

Casing Size: 14"

Top Job:

Rtns to Sfc:

TTOC:

Sfc Csg. Cmt Vol: 1060 cf
Hole Size: 13.5"

Casing Size: 9.625"

Top Job: No

Rtns to Sfc: Yes (253 cf)
TOC: Sfc

Interm Csg. Cmt Vol
Hole Size:

Casing Size:

Top Job:

Rtns to Sfc:

TTOC:

Prod. Csg. Cmt Vol.: 25386 cf
Hole Size: 8.75"

Casing Size: 7"

Top Job: No

Rtns to Sfc: Yes

TOC: Sfe

Liner Cmt Vol:
Hole Size:
Casing Size:
Top Job:
Rtns to Sfc:
TTOC:

Top of Injection Zone:
B-Sand 6713

Volume Behind Pipe:
1.15 Yield Assumed

Theoretical Calculations (TTOC)

SITIR:

22.0 62.0

345/305/24E
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